

	 Rotary kiln safe production of basic knowledge


Strict compliance with the safe operation of rotary kiln and serious implementation of personal responsibility, with their blood and wealth in exchange for valuable experience.Rotary kiln maintenance, implementation of "listed" overhaul the system, should be written prominently on the card, "Do not start" and so forth, and cut off the power, just in case.
Rotary kiln maintenance, various parts of the maintenance team leader shall be responsible for the hand of the rotary kiln to receive maintenance "work permit" rotary kiln, the various parts of the maintenance staff must be notified in order tools, all personnel should stay away from the job and to recover the "work permit", be transferred to the kiln.

Rotary kiln before you start, be sure to contact with the staff positions is good, after approval, before starting.
The operation of the rotary kiln can not cross or repair. The device is in operation, when the judgment is unclear, the test does not allow to use the method of hands and feet in contact, in order to avoid the operation of the machine bumps.

Are not allowed to throw things down from a height, so as not to bruise the person or machine.
Maintenance equipment to use lights use 220-volt lights, all running lights below 36 volts, is strictly prohibited.

Non-electrical can not tamper with electrical equipment.
Into the kiln demolition of kiln skin or circular motion, you must wear overalls, helmets (for lesbians braids all into the helmet, hot shoes, gloves, masks, to prevent the brick or kiln skin burns or bumps.

Check coal storage (or cleaning) shall not be less than two, the case into the coal storage, nostrils absorbing large quantities of pulverized coal and fainting or inhalation of excessive CO poisoning and no one to rescue.
Pulverized coal in the positions of natural application of sulfur alkali extinguisher fire, can not be irrigated, because the coal fineness is very thin, with a mobility slightly affected by the vibration like water flow. When irrigated, easy to make pulverized coal to break up, along with the spread of fire.

Pulverized coal in the warehouse fire, shall notify the coal mill to immediately stop the coal into the warehouse, and are prohibited to open into the hole to eliminate contact with the fresh oxygen to be naturally pulverized coal is used up, and timely clearance, such as warehouse temperature is normal before they put the pulverized coal depot.
After the drying kiln, firing the first to send coal, in addition to operating the master and the officers concerned and the remaining staff have to leave the kiln, to prevent the intense combustion of the pulverized coal, gas volume expansion, the occurrence of temper burn people.

To stop the kiln, is strictly prohibited to the rotary kiln, waterproof, and prevent a steam explosion wounding turn rotary kiln. Demolition of the kiln skin, allowing a small amount of water cooling spray to kiln skin, but the rotary kiln, kiln are not allowed to stand.

Red kiln will not stop, the pressure fill. " This is to prevent the kiln bending deformation and oxidation, rotary kiln body deformation is not difficult to masonry feeding turned accidents in the operation and could easily lead to affect the operation of the rotary kiln cycle, as well as against the rotary kiln life








































































































































